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591 Lafond Ave side.

/Remove short chainlink fence on

Excavate for
proposed raingarden

trees, shrubs and vines along property line

/Remove all chainlink fencing and volunteer

e Ensure runoff from Northwestconer iV _— ‘
of house is directed toraingarden .~ — e
= !
Demolish
o L — New W
existing i wooden ox /‘ Remove clothes poles and all 5
MU t?lockﬂ_ steps, per misc. concrete and debris 2
retaining 7 <
architectural
walls and TR, | : Kways
SANEIRIR e Remove all existing concrete wa Yy i
steps -
Prep area for Proposed
New Garage (Sheet 2 of 4)
e e |
Remove all existing gutters and downspouts
| Remove existing :
Remove all existing concrete walkways and steps AT /22 “ Blue Spruce Demolish Existing '
proposed raingarden Garage and
Xf attached structure
"~ TeminRismatsiope~s . '" @ —— ov. o Y e b L W .
; = ==l 1 iz - S
\ }fﬁf\ \ Regrade as needed to ensure drainage to alley
o~ o . BN / =X X —ad — X —X 3 X :
\
/ Remove existing Remove existing
Remove sod and Regrade to direct 12" Red Cedar and 10" Mulberry 12"Red Cedar
runoff to backyard with shallow swale A =L
Stump Grind all removed trees
Remove fence along east side of property, extending
from corner of neighboring property to alley
Notes
- Call Gopher One for utility marking 48 hours prior to digging - 651.454.002
- All distances and locations are approximate.
- All structural improvements shall adhere to City of St Paul and Minnesota State Building Codes 0 10 20 40 ft

- ENSURE ALL AREAS ADJACENT TO HOUSE ARE SLOPED AWAY FROM FOUNDATION

(Existing Conditions sz

Site Grading

City of St Paul, Neighborhood Stabilization Program

Prepared for:
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Capitol Region Watershed District (CRWD)
in support of urban runoff reduction

Funded by:
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Align new
concrete steps
centered on

eplace sho

to complete neighboring
property’s fence perimeter

rtlength of fence Raphite farice

as needed in coordination

with neighboring property owner \

1 - Remove existing vegetation and concrete. Remove large
existing roots as necessary

2 - Excavate center of raingarden (within dotted area) to 9"
below level of overflow point onto lawn.

3 - Rip subsoil (with frost tooth or similar) to 18” below center
and sideslopes (do not till berm area)

4 - Till raingarden as deeply as possible with rear tine tiller.
5- Amend (Till in) 1 cu. yd. Sand (70%) /Compost (30%) Mix
6 - Place 20 linear ft. plastic bed edge, top set at thatch level
to not interfere with overland runoff into raingarden

7 - Hand grade 2:1 sideslopes and level basin floor, ensure
level bottom consistently 8” below overflow point onto
existing turf.

8-Spread 1 cu. yds double shredded hardwood mulch 3"
deep over entire garden area

Raingarden 2

(See Sheet 3 of 4 for planting plan)
Total garden area: 100 sq. ft.

Max ponding depth: 6"TYP
Storage volume: 25 cu. ft.

Capture: 1"Type Il storm event from
Northwest 3/4 of roof and property

Notes

PVC pipe to pop up riser

New fence along property line from
northwest corner of neighboring house and
returning to southeast corner of new garage

- Call Gopher One for utility marking 48 hours prior to digging - 651.454.002
- All distances and locations are approximate.
- All structural improvements shall adhere to City of St Paul and Minnesota State Building Codes
- ENSURE ALL AREAS ADJACENT TO HOUSE ARE SLOPED AWAY FROM FOUNDATION

Raingarden 1

o DS Replace all existing gutters and downspouts D5
ront door
\ New
| wooden ORW
?_: steps, per
New w architectural
[
segmental 2 pran 2
block g : > o ; o <
retaining @ Raise soil as needed and prep soil adjacent to house with a
walls \ 2 1 cu. yd. compost. Top with 3" shredded hardwood muich. 2 5
. Ensure all areas sloped away from foundation New wooden steps New 22'x 22' Garage 2E
lv] 3 ’ — s o
g : per architectural Gy Sited 5'West of & o] concrete
2 10”NDS Catch Basins placed at\grade plan DS =5 ‘\ property lines ©
™ DS 4" below downspout elbow DS Plant 1 River Birch > 5
] (10 gal pot) s
=z U
\ 4"Schedule 40 PVC pipe placed directly  T] A e 8 3
under walkway concrete, connecting— New 3’ wide concrete walkways, TYP c
catch basin and corrugated draintile e R e J 2
‘ / < Z
L L Pop- up Riser set flush with 3 /'— ,,,,,,,,,,,,,
C—— T — > _— e thatch layer of new sod g
[
5. ‘ L A o n - - X - - X — 5 X ..................... - < & % e e :
/ 1 - Remove existing vegetation and concrete. Remove large existing roots as necessary
: ; New wooden 2 - Excavate center of raingarden (within dotted area) to 9" below level of overflow point
Pop- up Riser set flush with z
thatch layer of new sod privacy fence onto lawn.
and 3 ft wide 3 - Rip subsoil (with frost tooth or similar) to 18" below center and sideslopes (do not till
gate at walkway. 4" corrugated draintile connecting berm area)

4 -Till raingarden as deeply as possible with rear tine tiller.

(See Sheet 3 of 4 for planting plan) 5 Amend (Till in) 1 cu. yd. Sand (70%) /Compost (30%) Mix
Total gardgn area: 100 i fr 6 - Place 20 linear ft. plastic bed edge, top set at thatch level to not interfere with
Max ponding depth: 6"TYP overland runoff into raingarden

Storage volume: 25 cu. ft.

7 - Hand grade 2:1 sideslopes and level basin floor, ensure level bottom consistently 8"

Capture: 1"Type ll storm event from  pe|ow overflow point onto existing turf.
Northwest 3/4 of roof and property g ._ Spread 1 cu. yds double shredded hardwood mulch 3” deep over entire garden area

—{1DS Downspout
0 10 20 40 ft

Sheet 5
20f4

W A Johnson Inc. 1530 Fulham St. St Paul, MN 55108

Wade Johnson, 651.356.9573 - wade@wajohnsondesign.com

Revised Date _ / /
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PLANT SCHEDULE FOUNDATION PLANTINGS
QrY LATIN NAME COMMON NAME SIZE SPACING| i
PLANT SCHEDULE RAINGARDEN 2
FORBS
5 Rudbeckia Fulgida ‘Goldstrum’ Blackeyed Susan #1 2 ft. Qry LATIN NAME COMMON NAME SIZE  SPACING
9 Hosta lancifolia Lanceleaf Hosta plug 2ft
SHRUBS
GRASSES E Hydrangea arborecens ~ Smooth Hydrangea #1 45 ft. 4
5 Sporobolis heterolepsis ~ Prairie Dropseed #1 2 ft. E
.
Sh 1 & 2hte R = i SR S - - ———— -
{ [ S Kbl ™|
\ - Hydrangea N
New sod as needed cojin mo gl Vel O 3
) C
PLANT SCHEDULE BACKYARD TREE e
I QTY  LATIN NAME COMMON NAME SIZE  SPACING D
5 Blackeyed :
Susan a
TREES ’
Q Betula nigra River Birch #7 - K
% X
* 1 River Birch (7 gal
\ 9 Lanceleaf Hosta pgt Bilarger) t
shaie” KK | FOO0O0OEE™ OO O e !
Dropseed ;
N e '
C 6 Lanceleaf Hosta O
New sod C < QOQ
D hew SOdD 4 Blackeyed / @AQ QAQ
Susan ﬂ'@@ﬂ'ﬁ 5 Blue Flag Iris :
PLANT SCHEDULE RAINGARDEN 1
QTY  LATIN NAME COMMON NAME SIZE  SPACING|
FORBS
5 Iris versicolor Blue Flag Iris plug 2ft
4 Rudbeckia Fulgida ‘Goldstrum’ Blackeyed Susan plug 2ft
6 Hosta lancifolia Lanceleaf Hosta plug 2ft
L J
Notes
- Follow grading (sheet 1 of 4), bed preparation and soil amendment (sheet 2 of 4) directions as per plan.
- Place 3" of double shredded hardwood mulch (no wood chips) evenly over all garden beds.
- Plant potted plants and plugs through the fine graded mulch.
- Water immediately after planting.
0 10 20 40 ft

- Ensure plants receive equivalent of 1" of water per week for the first full growing season.
- Weed monthly for problem invasives and woody plants
- Contact Capitol Region Watershed District with questions regarding this plan.
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Edging ,3"Double shredded
hardwood mulch

Width as per plan
6" Max ponding depth TYP / e

I | I I I | | I I I | I

3"Double shredded
hardwood mulch

6" Max ponding depth TYP
S Level Basin floor RE s

—— LS u--‘-!=;.'.i|'::!!!'.L'!!!EE§!-" LR

Edging or hard structure
as per plan —

Typical Raingarden Section
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